R-22

AFD Series

Duct connection hight static type

50,000-200,000 Btuw/hr

AFV Series
Floor Mounted Type

50,000-200,000 Btuhr

r




Package Air

Air Conditioning system
Cooling concealed type

AFD Series

Duct connection hight static type
50,000-200,000 Btu/hr
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R-22

aunsniansusaiwunoga (gunsnulasy)

nUNU IWVS:UNEAIIUSOU (ABUIAUIGOS) UoVBAADEASOUINGOURIBENS s | SlUNABUINSA (QUNSOUIASL)
PE Fin iiadavnunisnnnsaupnuadsluaniadorinlnuwn . BRC1NU64S
s:uneRdWSaUlogNIslBuILLUELTU j
odelName | Indoor unit_(gprsdic) AFDO5KAY1 | AFDOBKAY1 | AFDOSKAY1 | AFD10KAY1 | AFD13KAY1 | AFD15KAY1 | AFD18KAY1 | AFD20KAYA
’ Outdoor unit (grronaseu) RUOSNY1S | RUOBNY1S | RUOBNY1S | RUTONY1S | RU13NY1S | RUISNY1S | RU18NY1S | RU20NY1S
Net Gooling Capacity kw 14.7 17.6 235 29.3 35.2 46.9 52.8 58.6
. _ Btu/hr 50,000 60,000 80,000 100,000 120,000 160,000 180,000 200,000
(UU']ﬂn']Sn']ﬂ:)'\UlEJU)
keal/hr 12,600 15,100 20,200 25,200 30,200 40,300 45,400 50,400
Norminal P ot Indoor unit (roudby | KW 06 0.9 1.0 17 22
_°""'"ar ower nput Outdoor unit pnossdon| KW 50 59 8.1 10.4 13.3 16.2 193 22.9
e A R M Toml W 56 65 9.0 114 150 17.9 215 25.1
Running Current Indoor unit (yanesdidu) A 10 15 1.6 2.8 3.6
(@nsmsTins:aluin) Oudoor unt roeaion| A 82 | 9.6 137 17.6 217 | 264 315 | 373
Power source (wavoglw) V/Ph/Hz 380 / 3/ 50 (4 Wires)
Indoor unit (snnousiE) AFDOSKAY1 | AFDOSKAY1 | AFDOSKAY1 | AFD10KAY1 | AFD13KAY1 | AFD15KAY1 | AFD18KAY1 | AFD20KAY1
Colour (@) lvory White
Dimension (HxwxD) @uwionsen) | mm. | 450x900x850 | 450x1,130x850| 500x1130x850|500x1,330x850] 651 x 1,620 x 850 | 651 x 1,980 x 850

Type (sUnADEA) Cross Fin Coil (Fine Louver Fins and Hi-XA tubes)
Coil (rosd) |_ROW x Stage x Fin Pitch (VUINABYA) 2 x24x20 \ 3 x22x1.5 3x26x15
Face Area (iiurinosd) [ 037 | 0491 | 0443 | 054 | 0.784 | 0.99
Type (5URA) Sirocco Fan
Indoor unit Fan Motor Drive Belt drive
T Motor Output (VUIAUBINOS) :<W OA‘75 1‘5 2.2 3.7
& = aew)| . ~ m®/min 46 54 68 78 136 166
BA3AL) | Ajr Flow Rate (USumsaL) e 1620 | 1.910 2400 | 2750 4,800 5,860
. (mm H,0) 9.0 10 15
Ext,Static Pressure (in. wg) 0.35 0.39 0.59
Air Filter (sGmuuunseveNF) -
Weight (éhwin) ko, 2 | 79 98 | 104 | 172 198
Piping Liquid mm. 0 9.5 (Brazing) 2 12.7 (Brazing) [ 0 15.9 (Brazing)
Connections Gas mm. 0 191 (Brazing) 0 22.2(Brazing) | 0 28.6 (Brazing) | 0 34.9 (Brazing)
(unAmspierio) Drain in. PS 3/4B internal thread PS1B internal thread
Remote Controller Wired BRC1NU64S
(Option) Wireless -
Outdoor unit (yanesaseu) RUO5NY1S | RUOBNY1S ‘ RUO8BNY1S ‘ RU10ONY1S | RU13NY1S | RU15NY1S | RU18NY1S | RU20NY1S
Colour (&) lvory White
Dimension (HxWxD) (uu1asolASav) \ mm. 1,345 x 900 x 320 \ 1,680 x 930 x 765 1,680 x 1,240 x 765
Type (ulnAoEa) Cross Fin Coil (Fine Louver Fins and Hi-XA tubes)
Coil Row x Stage x Fin Pitch (uUnAosd) 1x60x14 | 2x60x20 | 1x54x1.4] 2x54x20 | 1x54x1.4 | 2 x54 x1.4
(noea) Face Area (@uninoed) | m 1172 1.134 2112 2.481
Model (su) JT170GA-Y1@K| ZR72KC-TFD ZR108KC-TFD \ ZR144KC-TFD | ZRT162KC-TFD | ZRT216KC-TFD | ZRT250KC-TFD |ZRT288KC-TFD
Outdoor unit (E:)lmp Type (sn) ‘ Hermetically sealed scroll type
§ Motor Output (uunawewos) | kw 45 \ 6.7 \ 9.0 50450 | 67+67 | 75+75 | 9.0+9.0
(o Y Type (5Un) P47L11S x 2 \ P68L11S P54M11S x 2
Fan Motor Drive Propeller
Fan Motor Output (UUNAUBINBS) w 65+90 90+90 500 250+250 300+300 400+400
(Wnaw) : - m°/min 97 100 190 210 230 260
(A Gz GED (I ofm 3.430 3.530 6.710 7.420 8.120 9,180
Thickness (U7) mm. 0.7
Casing Material (3a) Galvanize steel sheet
(70A10) Goating (3anIndoumo) POWDAX P-60 IVORY WHITE
Weight (thwtin) kg. 92 \ 105 203 [ 206 243 319 [ 322 [ 329
Piping Connections | Liquid mm. 2 9.5 (Flare) 0°12.7 (Flare) 0 15.9 (Flare)
(uuAnisriario) Gas mm. 0 19.1 (Flare) 0'22.2(Brazing) | O 28.6 (Brazing) 0’ 34.9 (Brazing)
Safety Device (qunsnidevi) Thermal Protector for outdoor unit fan motor,High pressure switph,Low pressure switch,Internal protector(Compressor,indoor fan motor,fuse)
* Thermo switch(Discharge pipe) ,Reverse phase protector(for RU05)
Design Pressure (Hi/Low) MPa 3.0/16
Capacity Step (Hi/Low) % 100-0 100-50-0
Refrigerant Control Capillary Tube
Standard Length 5.0
Ref. Piping | Max Lenght m. 50 (Equivalent length 70 m.)
Max Height diff. m. 30
. Type R-22
Refligerant | eoharge Craged o 75m | kg, 27 33 | 52 | 60 | 50 [ 75 | 80 [ 90
Ref. oil Model DAPHNE SE56P Mineral
Precharge ‘ L. 1.4 2.5 ‘ fS8S) ‘ 6.5

Notes : The above data based on the conditions shown in the table below.

Conversion Formular

Cooling

Piping Length

Indoor :27°C (81°F) DB, 19.5°C (67 F)WB
Outdoor : 35C (95°F) DB, 24°C (75 F)WB

5 m. (Horizontal)

kcal/hr = kWx860
Btu/hr = kWx3414
cfm=m’/minx35.3




AFV Series
Floor Mounted Type

50,000-200,000 Btu/hr

R-22

Package Air

Air Conditioning system
Cooling packaged type

&#F E
F |
RUOSNY1S,RUOBNY1S RUOBNY1S.RUTONY1S RUTBNY1S - RU20NY1S
Model N 0 o
odet Name U Indoor unit  (yaneBdidu) AFVO5KAV1 | AFVOBKAV1 | AFVOSKAV1 | AFV10KAV1 |AFVP10KAY1 AFVP13KAY1 |AFVP15KAY1 | AFVP18KAY1 |AFVP20KAY1
Outdoor unit  (yanesgseu) RUO5NY1S | RUOBNY1S | RUOSNY1S RU1ONY1S RU13NY1S | RUT5NY1S | RU18NY1S | RU20NY1S
Net Gooling Gapacity kW 14.7 17.6 235 29.3 35.2 46.9 52.8 58.6
o Bunr | 50,000 60.000 80,000 100,000 120,000 160000 180,000 200000
(uIMNISHNADWIEU)
keamr | 12,600 15,100 20,200 25,200 30.200 40,300 45,400 50.400
. Indoor unit  (yanosdiEu) kW 0.5 0.7 0.8 1.0 1.6 1.9
AeTliE] (RO e Outdoor unit (vousion| KW 5.0 59 7.9 10.4 133 16.2 19.3 229
(@msnslswavoulwuriolu)
Toml Kw 55 6.4 8.6 1.2 1.4 14.9 17.8 21.2 24.8
Running Current Indoor unit (ynnoeEiEU) A 2.5 3.4 39 1.6 2.6 3.1
@nsmstins=ialuii outdoor unt mossins| A 82 | 96 133 176 217 | 264 315 | 373
Power source (unavonslu) V/Ph/Hz 380/ 3 /50 (4 Wires)
Indoor unit _(gnreeciiu) AFVOSKAV1 | AFVOBKAV1 | AFVOBKAV1 | AFVIOKAV1 | AFVP10KAY1|AFVP13KAY1 |AFVP15KAY T | AFVP18KAY1 |AFVP20KAY1
Colour () Ivory White
Dimension (HxWxD) (uuiasoinSev) ‘ mm. 1,870 x 750 x 510 ‘ 1,870x950x510 ‘1.870)( 1170 X510‘1.740X1,170X510‘ 1,870 x 1,170 x 720 ‘ 1,870 x 1,470x 720

Type (sUnAOEE)

Cross Fin coil (Fine Louver Fins and Hi-XA tubes)

Coil (rowd) |_ROW x Stage x Fin Pitch (vumAaEE) 3 x 32 x1.85 ] 3x44x13
Face Area (iurinosd) | om 0.409 | o551 | 0.707 | 0.94 | 1.239
Type (50Rn) Sirocco Fan
Indoor unit Fan Motor Drive Direct drive 3 speed Belt drive
) Motor Output (YUNALBINOS) ﬁw 0.;3275 0625 043;% X 2 133 122.% ;3672
) Fan (iinav) | . - m’/min
G Gl G0 (FERue) ofm 1,480 2,230 2.830 4,240 5.720
Ext,Static Pressure I GEY - [ 5
i (in. wg) _ \ 0.59
Air Filter (suauuunsevanne) Resin Net
Weight (dwn) ko. 90 107 | 143 | 150 | 180 240
Piping Liquid mm. 0 9.5 (Brazing) 0 12.7 (Brazing) ‘ 0 15.9 (Brazing)
Connections Gas mm. 0 19.1 (Brazing) 022.2(Brazing)| 0 28.6 (Brazing) l 0 34.9 (Brazing)
(YunAnIspierio) Drain in. PS1B internal thread
Remote Controller Wired -
(Option) Wireless —
Outdoor unit (gnAesaseu) RUO5NY1S | RUOBNY1S ‘ RUO8NY1S ‘ RU10NY1S ‘ RU13NY1S | RU15NY1S | RU18NY1S | RU20NY1S
Colour (@) lvory White
Dimension (HxWxD) (@ua@oSes) | mm. 1,345 x 900 x 320 [ 1,680 x 930 x 765 [ 1,680 x 1,240 X 765

Type (uUnAOYE) Cross Fin Coil (Fine Louver Fins and Hi-XA tubes)
Coil Row x Stage x Fin Pitch (uunnaga) 1x60x1.4 2x60x2.0 1x54x1.4 2x54x2.0 1x54x1.4 ‘ 2x54x14
(k) Face Area (funinosd) [ 1.172 1.134 2.112 2.481
Model (5u) JT170GA-Y1@K | ZR72KG-TFD | ZR108KG-TFD | ZR144KC-TFD ZR162KC-TFD | ZRT216KG-TFD | ZRT250KC-TFD | ZRT288KC-TFD
T —— ((.::).mp Type (stin) » Hermetically sealed scroll type
s Motor Output (JUNALBINOS) ‘ KW 4.5 ‘ 6.7 9.0 ‘ 5.0+5.0 ‘ 6.7+6.7 ‘ 7.5+7.5 ‘ 9.0+9.0
Ugpeseses) Type (u0m) PA7L11S x 2 \ P68L11S \ P54M11S x 2
Fan Motor Drive Propeller
Fan Motor Output (UUIALBINGS) w 65+90 90+90 500 250+250 300+300 400+400
(Unaw) ; < m®/min 97 100 190 210 230 260
G G G (RS ofm 3.430 3530 6.710 7.420 8.120 9.180
Thinkness (UN) mm. 0.7
Casing Galvanize steel sheet
(@) Coating (3amIAGEU) POWDAX P-60 IVORY WHITE
Weight (thndin) kg. 92 [ 105 203 206 [ 243 319 [ 322 | 329
Piping Connections | Liquid mm. 0 9.5 (Flare) 0°12.7 (Flare) 0 15.9 (Flare)
(uANsrierio) ‘ Gas mm. 0 19.1 (Flare) 022.2 (Brazing) | ' 28.6 (Brazing) D 34.9 (Brazing)
) o Thermal Protector for outdoor unit fan motor,Hight pressure switch,Low pressure switch,Internal protector(Compressor,indoor fan motor)
Safety Device (qunsnidevnuy Reverse phase protector,Fuse.thermo switch(Discharge pipe)
Design Pressure (Hi/Low) MPa 3.0/1.6
Capacity Step  (Hi/Low) % 100-0 | 100-50-0
Refrigerant Control Capillary Tube
Standard Length m. 5.0
Ref. Piping | Max Lenght (sUnAoga) m. 50(Equivalent length 70 m.
Max Hight diff. m. 30
. Type R-22
REREES | (Charged for7sm) | kg 27 33 [ 52 \ 6.0 [ 50 | 75 | 8.0 [ 9.0
- Model DAPHNE SE56P Mineral
Ref. oil Precharge ‘ L. 1.4 2.5 ‘ 3.3 ‘ 6.5

Notes : The above data based on the conditions shown in the table below.

Conversion Formular

Cooling

Piping Length

Indoor

:27°C (81 F) DB, 19.5C (67 F)WB
Outdoor : 35°C (95 F) DB, 24°C (75 F)WB

5 m. (Horizontal)

kcal/hr = kWx860
Btu/hr = kWx3414
cfm=m’/minx35.3




.8 AFD/V P51

Warning  ® Daikin Industries, Ltd.’s products are manufactured for export to numerous countries throughout the
world. Daikin Industries, Ltd. does not have control over which products are exported to and used in a
particular country. Prior to purchase, please therefore confirm with your local authorised importer,
distributor and/or retailer whether this product conforms to the applicable standards, and is suitable for
use, in the region where the product will be used. This statement does not purport to exclude, restrict
or modify the application of any local legislation.

® Ask a qualified installer or contractor to install this product. Do not try to install the product yourself.
Improper installation can result in water or refrigerant leakage, electrical shock, fire or explosion.

® Use only those parts and accessories supplied or specified by Daikin. Ask a qualified installer or
contractor to install those parts and accessories. Use of unauthorised parts and accessories or
improper installation of parts and accessories can result in water or refrigerant leakage, electrical
shock, fire or explosion.

® Read the User's Manual carefully before using this product. The User's Manual provides important
safety instructions and warnings. Be sure to follow these instructions and warnings.

If you have any enquiries, please contact your local importer, distributor and/or retailer.

* UspoupliomsinAulnignfoneurinin1sAnsv

K

Cautions on product corrosion

1. Air conditioners should not be installed in areas where corrosive gases, such as acid gas or alkaline gas, are produced.
2. If the outdoor unit is to be installed close to the sea shore, direct exposure to the sea breeze should be avoided. If you need to install
\ the outdoor unit close to the sea shore, contact your local distributor.
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*The specifications, designs and information in this brochure are subject to chenge without notice.



